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Improved features: 

 

1. Faster Flow Rate than Cellulose Acetate filter 
(Figure 1) 

2. Higher operating pressure (10.5 bar) ���� faster 

flow rate 

3. Color-coded band on housing ���� clearly 

indicates which is inside 

4. Low protein binding than competitors (Figure 2) 

(Figure 1) 

(Figure 2) 

 Qty/Pk Cat. Number 

Millex-GP 50 SLGP033RS 

 250 SLGP033RB 

 1000 4 x SLGP033RB 

 

Other Membrane 

PVDF (Ultra low protein binding) 

MCE (General Filtration) 

      Also available

For fast, low-binding sterilization of small volumes 

Please contact 
Millipore China Limited 

Tel : (852) (852) 2803 9265   Fax : (852) 2513 0313    Web site : http://www.millipore.com/millex 

or 

Millipore’s Distributor 

Tin Hang Technology Limited 

Tel: (852) 2817 2121    Fax: (852) 2580 7763     E-mail: sales@tinhangtech.com 

 
 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Immobilon-P membrane is compatible with a variety of stains 

Calf liver proteins were visualized after electroblotting to Immobilon-P 

membranes: Left to right, molecular weight standards and 12.2 µg, 6.1 

µg, 3.1 µg of the lysate per lane 

Immobilon-PSQ membrane prevents small protein “Blow-through” 

• Superior Handling – won’t crack or curl and can be cut without fracturing 

• Excellent protein binding and High signal 

• Longer than other brands at least 45 cm 

• Optimized to Applications 

Immobilon-P : Most commonly used PVDF membrane; recommended for proteins > 20kDa 

Immobilon-PSQ : Ideal for blotting low molecular weight protein (<20kDa) 
Immobilon-FL : First membrane optimized for fluorescence application; extremely low background fluorescence 

Molecular weight standards (lanes 1, 3, 5, 7) and calf liver 
lysate (lanes 2, 4, 6, 8) were transferred to Immobilon-P or 
Immobilon-PSQ membranes. A sheet of Immobilon-PSQ 
membrane was placed behind the primary membranes to 
capture proteins that passed through (lanes 5 and 6 behind 
Immobilon-P membrane; lanes 7 and 8 behind Immobilon-
PSQ membrane). 

Immobilon-FL membrane improve fluorence detection and is 

ideal for multiplexing 

Reverse image showing fluorescent detection of transferrin in 
human serum using FITC conjugated second antibody. Serum 
dilutions: 1:4,000, 1:8,000, 1:16,000, 1:32,000, 1:64,000. All 
membranes were scanned using a Storm™ 840 imaging system in 
blue fluorescence mode. Background fluorescence levels of 
Immobilon-FL membrane are up to 10X less than other blotting 
membranes. 

 Immobilon-P Immobilon-PSQ
 

 

Immobilon-FL 

Cat. No.  

IPVH00010 

 

ISEQ00010 

 
IPFL00010 

Description 26.5 x 375 cm/roll 26.5 x 375 cm/ roll 26.5 x 375 cm/ roll 
**** Other packing descriptions also available 

Order information 

Please contact: 

Millipore China Limited 
Room 1701, 17/F., Harcourt House, 39 Gloucester Road, Wanchai, Hong Kong 

Tel : (852) 2803 9265   Fax : (852) 2513 0313    Web site : http://www.millipore.com/Immobilon 

 

                                                                     or 

Millipore Distributor: 

Tin Hang Technology Limited 
Unit 1904-1906, 19/F., No.340 Queen’s Road Central, Hong Kong 

Tel: (852) 2817 2121    Fax: (852) 2580 7763     E-mail: sales@tinhangtech.com 

 

Protein Blotting Handbook 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Faster Filtration: new Millipore Express 

Plus membrane can achieve up to 50% faster 

than competitive 0.2 µm PES (Figure 1) 

Low Binding: Membrane’s proprietary 

hydrophilic surface ensures that less protein 

binding (Figure 2) 
 

 Steritop/Stericup Filter Units 

Please contact: 

Millipore China Limited 
Room 1701, 17/F., Harcourt House, 39 Gloucester Road, Wanchai, Hong Kong 

Tel : (852) 2803 9265   Fax : (852) 2513 0313    Web site : http://www.millipore.com/sterile 

 

                                                                     or 

 

Millipore Distributor: 

Tin Hang Technology Limited 
Unit 1904-1906, 19/F., No.340 Queen’s Road Central, Hong Kong 

Tel: (852) 2817 2121    Fax: (852) 2580 7763     E-mail: sales@tinhangtech.com 

 

High Flow Rates 
Average Flow Rate for 500 mL Vacuum Cups  
DMEM with 10% FBS (500 mL) 

Figure 1 

 

Figure 2 

 

 
 

 

 

 



 


